illustration by mike austin

www.costvsvalue.com

Chicago, IL

This document contains copyrighted material and is not authorized for
display on the Internet or for republication in any media for resale.
CHICAGO

EAST NORTH CENTRAL

2010 NATIONAL AVERAGES
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Job
Cost

Resale
Value

Cost
Recouped

Attic Bedroom Remodel
Backup Power Generator
Basement Remodel
Bathroom Addition
Bathroom Remodel
Deck Addition (wood)
Deck Addition (composite)
Entry Door Replacement (steel)
Entry Door Replacement (fiberglass)
Family Room Addition
Garage Addition
Garage Door Replacement
Home Office Remodel
Major Kitchen Remodel
Master Suite Addition
Minor Kitchen Remodel
Roofing Replacement
Siding Replacement (vinyl)
Sunroom Addition
Two-Story Addition
Window Replacement (vinyl)
Window Replacement (wood)

$71,988
19,337
88,399
55,693
21,786
13,516
18,039
1,582
4,262
116,399
81,965
1,666
35,080
70,962
147,312
25,214
31,424
14,966
93,885
215,308
15,045
16,217

$51,309
6,602
48,220
23,835
11,920
8,018
10,190
1,106
2,081
65,256
38,311
1,108
13,276
47,021
86,277
18,148
15,195
9,851
41,972
137,738
9,134
10,079

71.3%
34.1%
54.5%
42.8%
54.7%
59.3%
56.5%
69.9%
48.8%
56.1%
46.7%
66.5%
37.8%
66.3%
58.6%
72.0%
48.4%
65.8%
44.7%
64.0%
60.7%
62.2%

$54,517
15,606
67,533
42,919
17,304
11,246
15,911
1,270
3,672
90,802
64,039
1,345
29,856
60,092
114,217
22,239
23,347
11,701
77,792
172,606
11,661
12,686

$38,934
6,316
37,967
19,571
9,516
6,834
8,948
966
1,951
48,395
31,530
917
11,377
36,261
62,511
14,169
11,015
7,484
32,536
98,817
7,252
7,959

71.4%
40.5%
56.2%
45.6%
55.0%
60.8%
56.2%
76.1%
53.1%
53.3%
49.2%
68.2%
38.1%
60.3%
54.7%
63.7%
47.2%
64.0%
41.8%
57.3%
62.2%
62.7%

$51,428
14,718
64,519
40,710
16,634
10,973
15,620
1,218
3,576
85,740
60,608
1,291
28,888
58,367
108,090
21,695
21,488
11,357
75,224
165,243
11,066
12,027

$37,142
7,136
45,186
21,695
10,668
7,986
10,337
1,243
2,147
53,624
35,876
1,083
13,235
40,126
68,146
15,790
12,780
8,223
36,540
107,338
7,920
8,707

72.2%
48.5%
70.0%
53.3%
64.1%
72.8%
66.2%
102.1%
60.0%
62.5%
59.2%
83.9%
45.8%
68.7%
63.0%
72.8%
59.5%
72.4%
48.6%
65.0%
71.6%
72.4%

UPSCALE
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Bathroom Addition
Bathroom Remodel
Deck Addition (composite)
Garage Addition
Garage Door Replacement
Grand Entrance
Major Kitchen Remodel
Master Suite Addition
Roofing Replacement
Siding Replacement (fiber-cement)
Siding Replacement (foam-backed vinyl)
Window Replacement (vinyl)
Window Replacement (wood)

$102,068
67,808
44,043
119,295
3,925
9,588
130,146
290,446
56,096
14,477
17,966
19,551
23,442

$47,192
31,870
21,893
52,195
2,251
5,117
74,751
139,495
24,803
11,337
11,653
11,436
13,534

46.2%
47.0%
49.7%
43.8%
57.4%
53.4%
57.4%
48.0%
44.2%
78.3%
64.9%
58.5%
57.7%

$81,968
55,660
39,020
94,544
3,607
7,965
115,658
241,301
41,611
13,576
14,306
15,063
18,986

$38,228
26,857
19,091
42,646
2,150
4,369
61,123
110,212
18,447
9,369
9,025
9,283
11,003

46.6%
48.3%
48.9%
45.1%
59.6%
54.9%
52.8%
45.7%
44.3%
69.0%
63.1%
61.6%
58.0%

$78,409
53,759
38,382
90,053
3,545
7,700
113,464
232,062
38,022
13,382
13,973
14,284
18,226

$41,562
30,738
22,154
48,278
2,476
4,979
67,746
122,370
21,120
10,707
10,119
10,368
12,303

53.0%
57.2%
57.7%
53.6%
69.8%
64.7%
59.7%
52.7%
55.5%
80.0%
72.4%
72.6%
67.5%

CONFIDENCE LEVEL:

95% +/-4.5

CONFIDENCE LEVEL:

99% +/-2.35%

©2010 Hanley Wood, LLC. Republication or dissemination of Remodeling’s 2010–11 Cost vs. Value Report is expressly prohibited without the
written permission of Hanley Wood, LLC. “Cost vs. Value” is a registered trademark of Hanley Wood, LLC. Unauthorized use is prohibited.

PROJECT TYPE

Project Descriptions
Midrange
Attic Bedroom Remodel
Convert unfinished attic space to a 15-by-15foot bedroom and a 5-by-7-foot bathroom
with shower. Include a 15-foot shed dormer,
four new windows, and closet space under
the eaves. Insulate and finish ceiling and
walls. Carpet floor. Extend existing HVAC
to new space; provide electrical wiring and
lighting to code. Retain existing stairs, but
add rail and baluster around stairwell.
Backup Power Generator
Install modular electrical backup system with
capacity for providing 70 amps of emergency
power in two 240-volt circuits and six
120-volt circuits. Assume existing propane
gas supply. Include generator mounted on
2-by-4-four-foot concrete or composite
pad, automatic transfer switch, load center,
exterior disconnect, and grounding rod.
Include 30 feet of conduit and electrical
cable for generator connections; grounded
cable for circuits; 5 feet of flexible fuel line
for connection to existing rigid gas supply
line; and automotive-type storage battery.
Basement Remodel
Finish the lower level of a house to create a
20-by-30-foot entertaining area with wet bar
and a 5-by-8-foot full bathroom; construct
24 linear feet of finished partition to enclose
mechanical area. Walls and ceilings are
painted drywall throughout; exterior walls
are insulated; painted trim throughout.
Include five six-panel factory-painted
hardboard doors with passage locksets.
Electrical wiring to code.
Main room: Include 15 recessed ceiling
light fixtures and three surface-mounted
light fixtures, and a snap-together laminate
flooring system.
Bathroom: Include standard white toilet,
vanity with cultured marble top, resilient
vinyl flooring, two-piece fiberglass shower
unit, a light/fan combination, vanity light
fixture, recessed medicine cabinet, towel and

paper-holder hardware.
Bar area: Include 10 linear feet of
raised-panel oak cabinets with laminate
countertops, stainless steel bar sink, singlelever bar faucet, undercounter refrigerator,
and vinyl floor tile.
Bathroom Addition
Add a full 6-by-8-foot bathroom over a
crawlspace with poured concrete walls.
Include cultured-marble vanity top with
molded sink; standard chrome faucets;
30-by-60-inch white fiberglass tub/shower
with ceramic tile surround; single-lever
temperature and pressure-balanced faucet;
white low-profile toilet; general and spot
lighting; electrical wiring to code; mirrored
medicine cabinet; linen storage closet or
cabinet; vinyl wallpaper; painted trim; and
ceramic tile floor.
Bathroom Remodel
Update an existing 5-by-7-foot bathroom.
Replace all fixtures to include 30-by-60inch porcelain-on-steel tub with 4-by-4-inch
ceramic tile surround; new single-lever
temperature and pressure-balanced shower
control; standard white toilet; solid-surface
vanity counter with integral sink; recessed
medicine cabinet with light; ceramic tile
floor; vinyl wallpaper.
Deck Addition (wood)
Add a 16-by-20-foot deck using pressuretreated joists supported by 4x4 posts
anchored to concrete piers. Install pressuretreated deck boards in a simple linear pattern.
Include a built-in bench and planter of
the same decking material. Include stairs,
assuming three steps to grade. Provide a
complete railing system using pressuretreated wood posts, railings, and balusters.
Deck Addition (composite)
Add a 16-by-20-foot deck using pressuretreated joists supported by 4x4 posts anchored
to concrete piers. Install composite deck
material in a simple linear pattern. Include a
built-in bench and planter of the same decking

material. Include stairs, assuming three steps
to grade. Provide a complete railing using a
matching system made of the same composite
as the decking material.
Entry Door Replacement
(steel)
Remove existing 3-0/6-8 entry door and
jambs and replace with new 20-gauge steel
unit, including clear dual-pane half-glass
panel, jambs, and aluminum threshold with
composite stop. Door is factory finished
with same color both sides. Exterior brickmold and 2.5-inch interior colonial or ranch
casings in poplar or equal prefinished to
match door color. Replace existing lockset
with new bored-lock in brass or antiquebrass finish.
Entry Door Replacement
(fiberglass)
Remove existing 3-0/6-8 entry door and
jambs and replace with new fiberglass unit
with simulated wood grain, stained same
color both sides; dual-pane, decorative halfglass panel with zinc caming; PVC-wrapped
exterior trim in color to match existing trim;
2.5-inch interior colonial or ranch casings
in hardwood stained to match door. Replace
existing lockset with mortise lock with lever
handle and integrated deadbolt in oil-rubbed
bronze or satin-nickel finish.
Family Room Addition
In a style appropriate to the existing house,
add a 16-by-25-foot room on a crawlspace
foundation with vinyl siding and fiberglass
shingle roof. Include drywall interior with
fiberglass insulation, pre-finished hardwood
floor, and 180 square feet of glazing
including windows, atrium-style exterior
doors, and two operable skylights. Tie into
existing HVAC. Add electrical system to
code, including 12 recessed ceiling lights.
Garage Addition
Construct a 26-by-26-foot freestanding
two-car garage, including footings and slabon-grade foundation, 2x4 wood frame with

Project Descriptions continued
OSB structural sheathing, and gable truss
roof at 6/12 pitch. Install 25-year asphalt
shingle roofing with galvanized metal
flashing; vinyl siding and trim. Install five
double-hung 30-by-48-inch vinyl windows;
one 3-0/6-8 exterior door with half-glass
and lockset; and two composite 9-by-8-foot
overhead doors with motorized openers.
Include 100-amp breaker at main house
panel and 50 linear feet of trench buried
conduit to feed new electrical subpanel.
Provide electrical wiring for openers;
three-way switching for fluorescent
ceiling fixtures over each bay; three-way
switching for two exterior spotlights; outlets
to code. Interior wall, floors, and ceilings
remain unfinished.
Garage Door Replacement
Remove and dispose of existing 16-by-7-foot
garage door and tracks. Install new 4-section
garage door on new galvanized steel tracks;
reuse existing motorized opener. New door
is uninsulated, single-layer, embossed steel
with two coats of baked-on paint, galvanized
steel hinges, and nylon rollers; 10-year
limited warranty.
Home Office Remodel
Convert an existing 12-by-12-foot room to
a home office. Install custom cabinets to
include 20 linear feet of laminate desktop,
computer workstation, and wall cabinet
storage. Rewire room for computer, fax
machine, and other electronic equipment,
as well as cable and telephone lines.
Include drywall interior, painted trim, and
commercial-grade carpeting.
Major Kitchen Remodel
Update an outmoded 200-square-foot kitchen
with a functional layout of 30 linear feet
of semi-custom wood cabinets, including a
3-by-5-foot island; laminate countertops; and
standard double-tub stainless-steel sink with
standard single-lever faucet. Include energyefficient wall oven, cooktop, ventilation
system, built-in microwave, dishwasher,
garbage disposal, and custom lighting. Add
new resilient flooring. Finish with painted
walls, trim, and ceiling.

Master Suite Addition
Add a 24-by-16-foot master bedroom suite
over a crawlspace. Include walk-in closet/
dressing area, whirlpool tub in ceramic
tile platform, separate 3-by-4-foot ceramic
tile shower, and double-bowl vanity with
solid-surface countertop. Bedroom floor
is carpet; bathroom floor is ceramic tile.
Painted walls, ceiling, and trim. General and
spot lighting, exhaust fan; electrical wiring
to code.
Minor Kitchen Remodel
In a functional but dated 200-square-foot
kitchen with 30 linear feet of cabinetry and
countertops, leave cabinet boxes in place but
replace fronts with new raised-panel wood
doors and drawers, including new hardware.
Replace wall oven and cooktop with new
energy-efficient models. Replace laminate
countertops; install midpriced sink and
faucet. Repaint trim, add wall covering, and
remove and replace resilient flooring.
Roofing Replacement
Remove existing roofing to bare wood
sheathing and dispose of properly. Install
30 squares of 235-pound fiberglass asphalt
shingles (min. 25-year warranty) with new
felt underlayment, galvanized drip edge,
and mill-finish aluminum flashing. Assume
a 5-square hip roof; custom flashing at two
average-size skylights; and custom cap
treatment at vented ridge.
Siding Replacement
Replace 1,250 square feet of existing siding
with new vinyl siding, including all trim.
Sunroom Addition
Construct a 200-square-foot sunroom
addition, including footings and slab-ongrade foundation. Post-and-beam framing
exposed on interior side. Wall glazing: vinyl
or aluminum clad awning and casement
windows with low-E, laminated or tempered
glazing and screens. Roof glazing: 10 large
aluminum-clad venting skylights with
screens. Provide ceiling fan; insulate all nonglass areas; provide movable shades for glass
area. Quarry tile or equal on floor.

Two-Story Addition
Add a first-floor family room and a secondfloor bedroom with full bathroom in a 24-by16-foot two-story wing over a crawlspace.
Add new HVAC system to handle addition;
electrical wiring to code.
Family room: Include a prefabricated gas
fireplace; 11 3-by-5-foot double-hung
insulated clad-wood windows; an atrium-style
exterior door; carpeted floors; painted drywall
on walls and ceiling; and painted trim.
Bathroom: 5 by 8 feet. Include a one-piece
fiberglass tub/shower unit; standard white
toilet; wood vanity with solid-surface
countertop; resilient vinyl flooring; and
mirrored medicine cabinet with built-in
light strip; papered walls; and painted trim;
exhaust fan. Bedroom: Include walk-in
closet/dressing area; carpet; painted walls,
ceiling, and trim; general and spot lighting.
Window Replacement (vinyl)
Replace 10 existing 3-by-5-foot double-hung
windows with insulated vinyl replacement
windows. Wrap existing exterior trim as
required to match. Do not disturb existing
interior trim.
Window Replacement (wood)
Replace 10 existing 3-by-5-foot double-hung
windows with insulated wood replacement
windows, exterior clad in vinyl or aluminum.
Wrap existing exterior trim as required to
match. Do not disturb existing interior trim.

Upscale
Bathroom Addition
Add a new 100-square-foot master
bathroom to existing master bedroom
over a crawlspace. Include 42-by-42-inch
neo-angle shower with ceramic tile walls
with accent strip, recessed shower caddy,
body-spray fixtures, and frameless glass
enclosure. Include a customized whirlpool
tub; stone countertop with two sinks; two
mirrored medicine cabinets with lighting;
a compartmentalized commode area with
one-piece toilet; and a humidistat-controlled
exhaust fan. Use all color fixtures. Use larger
matching ceramic tiles on the floor, laid on
the diagonal with ceramic tile base molding.

Project Descriptions continued
Add general and spot lighting including
waterproof shower fixture. Cabinetry shall
include a custom drawer base and wall
cabinets for a built-in look. Extend HVAC
system, and include electric in-floor heating
and heated towel bars.
Bathroom Remodel
Expand an existing 35-square-foot bathroom
to 100 square feet within existing house
footprint. Relocate all fixtures. Include 42-by42-inch neo-angle shower with ceramic tile
walls with accent strip, recessed shower
caddy, body-spray fixtures, and frameless
glass enclosure. Include a customized
whirlpool tub; stone countertop with two
sinks; two mirrored medicine cabinets with
lighting; a compartmentalized commode
area with one-piece toilet; and a humidistatcontrolled exhaust fan. Use all color fixtures.
Use larger matching ceramic tiles on the
floor, laid on the diagonal with ceramic
tile base molding. Add general and spot
lighting including waterproof shower fixture.
Cabinetry shall include a custom drawer base
and wall cabinets for a built-in look. Extend
HVAC system, and include electric in-floor
heating and heated towel bars.
Deck Addition (composite)
Add a 16-by-20-foot deck using pressuretreated joists supported by 4x4 posts
anchored to concrete piers. At one corner,
add a second, 10-foot-diameter six-sided
platform one step down from the main deck.
Include stairs on the smaller deck, assuming
three steps to grade. Install composite deck
material in a simple linear pattern. Trim the
perimeter joists and wrap the 4x4 posts with
composite materials to match the decking.
Using the same decking material, include a
built-in bench and planter along one 16-foot
side. On the remaining perimeter, provide a
railing system using composite material of
contrasting or complementary colors that
includes decorative balusters, post caps, and
lighting. Railing and trim should provide for
overall curb appeal to the outdoor living space
by integrating the deck with the home’s color
and architecture, creating a custom look.

Garage Addition
For the same midrange two-car garage, add
interior wall finish using moisture-resistant
drywall on ceiling and three walls. At
rear wall, install modular storage systems
including wall panels, upper and lower storage
cabinets with work surfaces, and required
task lighting. Trim all windows and doors and
provide base molding at perimeter; paint all
trim, ceiling, and walls. Finish cement floor
with color, slip-resistant epoxy sealer.
Garage Door Replacement
Remove and dispose of existing 16x7-foot
garage door and tracks. Install new 4-section
garage door on new heavy-duty galvanized
steel tracks; reuse existing motorized
opener. New door is high tensile strength
steel with two coats of factory-applied paint
and foam insulated to minimum R-12 with
thermal seals between pinch-resistant panels.
Windows in top panel are ½-inch insulated
glass. Hardware includes galvanized steel
hinges and ball-bearing urethane rollers.
Lifetime warranty.
Grand Entrance (fiberglass)
Remove existing 3-0/6-8 entry door and cut
and reframe opening for a 12-36-12 entrance
door with dual sidelites. Move double-gang
electrical box with two switches. Fiberglass
door blank matches upscale entry, including
color, threshold, lockset, and decorative halfglass; sidelites match door. PVC-wrapped
exterior trim in color to match existing trim;
wider interior colonial or ranch casings
(3.5-inch to cover new jack studs) in
hardwood stained to match door. All work
to be completed in one day.
Major Kitchen Remodel
Update outmoded 200-square-foot kitchen
with 30 linear feet of top-of-the-line custom
cherry cabinets with built-in sliding shelves
and other interior accessories. Include stone
countertops with imported ceramic- or glasstile backsplash; built-in refrigerator, cooktop,
and 36-inch commercial grade range
and vent hood; built-in warming drawer,
trash compactor, and built-in combination
microwave and convection oven. Install
high-end undermount sink with designer
faucets and built-in water filtration system.

Add new general and task lighting including
low-voltage undercabinet lights. Install cork
flooring, cherry trim.
Master Suite Addition
Add a 32-by-20-foot master bedroom suite
over a crawlspace.
Bedroom: Add a spacious sleeping area
with lounging/sitting area adjacent to large
master bathroom. Include custom bookcases
and built-in storage with millwork details;
high-end gas fireplace with stone hearth and
custom mantle; and large walk-in closet/
dressing area with natural light, mirrors, and
linen storage. Add French doors to exterior.
Bathroom: Include a large walk-in shower
with dual-shower system, stone shower
walls and floor, and custom frameless glass
enclosure. Add corner-design whirlpool tub
bordered on two sides by windows and built
into granite or marble platform with custom
cabinet front. Include two sinks in separate
custom vanities with stone countertops and
large mirrors. Create partitioned area for
luxury one-piece toilet.
General: Add 5-foot-long hospitality center
with bar sink, undercounter refrigerator,
custom cabinetry, granite or marble
countertop, and microwave. Include
soundproofing, in-floor heating, custom
wall finishes and hardware, general and spot
lighting, and lighting controls.
Roofing Replacement
Remove existing roofing to bare wood
sheathing and dispose of properly. Install
30 squares of standing-seam metal, formed
on site into 16-inch panels using factoryenameled roll steel; double-lock all seams.
Use custom brake-bent flashing from same
material for drip edge and all flashing at
roof-wall intersections. Assume a 5-square
hip roof; custom flashing at two averagesized skylights; and custom cap treatment
at vented ridge. Apply over new felt
underlayment; use ice-and-water membrane
at eaves, valleys, and all penetrations.

Project Descriptions continued
Siding Replacement
(fiber-cement)
Replace 1,250 square feet of existing siding
with new fiber-cement siding, factory primed
and factory painted. Include all 4/4 and 5/4
trim using either fiber-cement boards or
cellular PVC.
Siding Replacement
(foam-backed vinyl)
Replace 1,250 square feet of existing

siding with new foam-backed vinyl
siding, including factory trim at all
openings and corners.
Window Replacement (vinyl)
Replace 10 existing 3-by-5-foot double-hung
windows with insulated, low-E, simulateddivided-lite vinyl windows. Simulated woodgrain interior finish; custom-color exterior
finish. Trim exterior to match existing; do not
disturb existing interior trim.

Window Replacement (wood)
Replace 10 existing 3-by-5-foot double-hung
windows with insulated, low-E, simulateddivided-lite wood windows. Interior finish of
stained hardwood; exterior finish of customcolor aluminum cladding. Trim exterior
to match existing; do not disturb existing
interior trim.
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Get the purchasing
power you need
GE Money provides affordable financing for just about
anything in, on or around the home.
Get access to special financing offers* to help manage
your home improvement budget through a GE-approved
contractor.
Visit www.gemoney.com and click on the Business
Locator to find a contractor in your area.
Let us help make your dreams a reality!
*Subject to credit approval.

gemoney.com

Exterior Expressions
Siding + Trim + Soffit + Fascia + Custom Color Palette =

infinite possibilities

Your home is the most important place on earth. So don’t let anything
compromise it. Ask for James Hardie® siding. Unlike vinyl siding, it gives a
home the character and beauty of wood, while resisting rotting and cracking.
James Hardie® Complete Exterior gives you infinite design possibilities

Find the products and shades to express
yourself at FindMyShade.com

© 2010 James Hardie Technology Limited. AD10101

to express yourself.

Create windows and doors uniquely
your own. Whether remodeling,
replacing or building new. Get
inspired by the myMarvin Project
artists, the latest home design
trends, or all the new products
at myMarvin.com

myMarvin by

Sarah Susanka, FAIA architect/author

©2010 Marvin Windows and Doors. All rights reserved. ®Registered trademark of Marvin Windows and Doors. 1-800-241-9450

If you could design your dream window, what would it be?
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DREAM SPACE

DOWNSTAIRS

www.1800BASEMENT.com
More Than Just the Basement:

Just because the basement is the lowest level of
the house doesn’t mean it has to be at the
bottom of the list of rooms to renovate. As
homeowners look to gain more usable space
from their home, a growing trend is emerging:
remodeling basements. Finishing a basement,
however, is a complicated job and generally
beyond the scope of most do-it-yourself
homeowners. One of the quickest and easiest
ways to finish your basement is with a finishing
system like the Owens Corning Basement
Finishing System™. Wall panels with built-in
thermal and acoustic insulation are professionally
installed around the room. Mold and mildew
resistant, the durable, dent- and stain-resistant

panels easily turn a concrete basement into
usable living space without the months-long
disruption and mess of a traditional drywall
remodel. The Basement Finishing System™
allows you to convert your basement in about
two weeks. “These customers tell us that their
new basement becomes a room they can’t wait
to use, rather than one they feel obligated to use
because the space is there. Homeowners are
pleasantly surprised by the speed of this building
process, especially if they’ve been through a
traditional drywall remodel before.” -Todd Hall
Owens Corning Business Manager.
Call 1-800-BASEMENT to learn more

Come home to

COMFORT

Owens Corning Insulation can mean great savings too

There is an easy and affordable way to make a home more comfortable plus
lower energy bills all year round—you can start by adding insulation in your
attic. Installing Owens Corning Insulation offers a number of great benefits:
• Keeps homes warmer in the winter and cooler in the summer
• Saves up to 20% * on heating and cooling energy bills
• Lowers energy consumption and helps save our natural resources
• Provides even greater energy efficiency to any area of your home
when used with Insulating Essentials
• Offers the peace of mind that comes with using Owens Corning
PINK™ Fiberglas™ Insulation
Visit http://insulation.owenscorning.com/homeowners/get-insulation/
to find an installer. Do it yourself? Visit your nearest Home Depot, or use
our retail locator found at the URL above.

*

http://www.energystar.gov/index.cfm?c=home_sealing.hm_improvement_methodology. Savings vary.
Find out why in the seller’s fact sheet on R-values. Higher R-values mean greater insulating power.
THE PINK PANTHER™ & © 1964 –2010 Metro-Goldwyn-Mayer Studios Inc. All Rights Reserved.
The color PINK is a registered trademark of Owens Corning. ©2010 Owens Corning.

Colors inspired by nature.
And designed
to make an impression.

The Duration Series Shingles
Designer Colors Collection.
®

People want to add more color to their homes.
And color is just what they’ll get with our
Designer Colors Collection. Five captivating
combinations, each uniquely designed to enhance a
home’s beauty and appearance. Nature inspired us.
Now let us inspire you.
Visit designershingles.com for a
closer look at these exciting
new colors.
Duration® Premium
Designer Colors Collection
Sand Dune

Owens Corning Roofing & Asphalt, LLC.
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The Bostitch® Twin Blade Utility Knife allows you to alternate between different
applications without having to stop and change blades. Simply retract one blade and
extend the other to toggle between a hooked blade and standard blade in just seconds.
Think of all that time you save.

www.bostitch.com

Cut your downtime to a minimum...put Bostitch® cutting edge technology to work for you.

© 2010 Stanley Black & Decker, Inc.

Always Make A

GREAT
®

ENTRANCE
Fiber-Classic

Fiber-Classic
Mahogany Collection™

®

Get the look and feel of rich Mahogany wood without
compromising on performance.
Therma-Tru’s Fiber-Classic Mahogany Collection also:
Offers a range of styles, sizes and decorative
glass options
Delivers a better long-term return on investment
than either wood or steel through proven features that
provide improved security, longer lasting performance,
lower maintenance and a look that will last
Carries a full system, limited lifetime, warranty

Fiber-Classic® FIM603 door & FIM603SL sidelites, Brookside Glass

You want sustainability? We’ve got it.
The Inside Advantage™ team presents an easy way to integrate sustainability:
®

the Whirlpool Eco-Efficient Kitchen, featuring the industry’s most energyefficient side-by-side refrigerator, a water-saving dishwasher and two
energy-saving cooking appliances. insideadvantage.com
EnErgy

WatEr

Indoor aIr QualIty
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